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WEDGE APPARATUS FOR USE IN 
OPERATING ON A BONE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application is a continuation of US. patent 
application Ser. No. 11/928,400, ?led Oct. 30, 2007, which is 
a continuation of US. patent application Ser. No. 10/438,705, 
?led May 15, 2003, which is a continuation of US. patent 
application Ser. No. 09/566,070, ?led May 5, 2000, now US. 
Pat. No. 6,575,982, which is a continuation of US. patent 
application Ser. No. 09/109,126, ?led Jun. 30, 1998, now US. 
Pat. No. 6,086,593, the entire contents of which are incorpo 
rated herein by reference in their entirety. 

BACKGROUND OF THE INVENTION 

The present invention relates to a new and improved 
method and apparatus in which a wedge member is used to 
change a spatial relationship between portions of bone in a 
patient’s body. 
A known method for performing an osteotomy includes 

forming a slot which extends part way through a bone. A 
forked wedge tool is inserted into the slot. A plate is then 
placed in a central opening in the forked wedge tool and 
positioned against the so bone. The plate is secured to the 
bone. The forked wedge tool is then removed from the open 
ing. This method of performing an osteotomy is disclosed in 
US. Pat. No. 5,620,448. 

The foregoing osteotomy changes the spatial relationship 
between portions of a bone in a patient’ s body by forming and 
maintaining a wedge-shape opening in the bone. In other 
known methods, the spatial relationship between portions of 
a bone in a patient’s body has been changed by removing a 
wedge-shape piece from the bone. The resulting opening is 
closed to effect the relative movement betweenportions of the 
bone. The performance of an osteotomy which includes 
removing a wedge-shaped piece of bone is disclosed in US. 
Pat. Nos. 5,053,039 and 5,601,565. 

BRIEF SUMMARY OF THE INVENTION 

The preferred present invention relates to a new and 
improved method and apparatus for use in changing a spatial 
relationship between portions of a bone in a patient’s body. 
When this is to be done, an opening is formed in a portion of 
the patient’s body tissue to at least partially expose the bone. 
Force is applied to the bone with a wedge member to move 
one portion of the bone relative to another portion of the bone. 
The wedge member may be ?xedly connected with either or 
both portions of the bone. The opening in the patient’s body 
is then closed with the wedge member disposed in engage 
ment with the bone. Force can be transmitted between por 
tions of the bone through the wedge member. 

The wedge member may taper from a thick edge to a thin 
edge and have a side surface which extends from one end of 
the thin edge, along the thick edge, to the opposite end of the 
thin edge. The side surface of the wedge member may have a 
cross sectional con?guration corresponding to the con?gura 
tion of a portion of an outer side surface of the bone. This 
enables the wedge member to be aligned with the outer side 
surface of the bone. 
The wedge member may be positioned relative to the bone 

at a location where a layer of hard cortical bone encloses soft 
cancellous bone. Opposite ends of the thin leading edge of the 
wedge member may be positioned in engagement with the 
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2 
hard cortical bone while a central portion of the thin edge of 
the wedge member engages the soft cancellous bone. In addi 
tion, the layer of hard cortical bone may engage the wedge 
member adjacent to the side surface of the wedge member. 

It is contemplated that the wedge member may have many 
different constructions. It is believed that it will be advanta 
geous to form the wedge member with one or more openings 
through which bone can grow. The wedge member may be 
coated with and/or contain bone growth promoting material. 
The wedge member may be hollow and contain material 
which promotes growth of bone through the wedge member. 
A screw member may extend ahead of the thin leading edge 

of the wedge member and engage hard cortical bone. Force 
may be transmitted from the screw member to the wedge 
member to move the wedge member relative to the bone. 
Alternatively, the wedge member may have a circular cross 
sectional con?guration with an external thread convolution to 
enable the wedge member to be moved into an opening in a 
bone by rotating the wedge member. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

The foregoing and other features of the present invention 
will become more apparent upon a consideration of the fol 
lowing description taken in connection with the accompany 
ing drawings wherein. 

FIG. 1 is a schematic posterior illustration of the relation 
ship between bones in a patient’s body; 

FIG. 2 is a schematic illustration, generally similar to FIG. 
1, illustrating the manner in which a wedge member is uti 
lized to change a spatial relationship between portions of one 
ofthe bones of FIG. 1; 

FIG. 3 is an enlarged plan view, taken generally along the 
line 3-3 of FIG. 2, illustrating the con?guration of the wedge 
member; 

FIG. 4 is a side elevational view, taken generally along the 
line 4-4 of FIG. 3, further illustrating the con?guration of the 
wedge member; 

FIG. 5 is an enlarged schematic fragmentary sectional view 
of a portion of one of the bones of FIG. 2 and illustrating the 
relationship of the wedge member to the bone; 

FIG. 6 is a plan view, taken generally along the line 6-6 of 
FIG. 5, further illustrating the relationship of the wedge mem 
ber to the bone; 

FIG. 7 is a schematic fragmentary sectional view, generally 
similar to FIG. 5, illustrating the relationship of a second 
embodiment of the wedge member to the bone; 

FIG. 8 is a plan view, taken generally along the line 8-8 of 
FIG. 7, further illustrating the relationship of the wedge mem 
ber to the bone; 

FIG. 9 is a schematic pictorial illustration depicting the 
construction of a screw which forms another embodiment of 

the wedge member; 
FIG. 10 is an enlarged sectional view of an embodiment of 

the wedge member of FIGS. 3-6 which is hollow and contains 
material to promote bone growth through the wedge member; 

FIG. 11 is a fragmentary schematic sectional view, gener 
ally similar to FIG. 5, illustrating the relationship of another 
embodiment of the wedge member to the bone; 

FIG. 12 is a plan view, taken generally along the line 12-12 
of FIG. 11 and illustrating the con?guration of an opening 
extending through the wedge member of FIG. 11; 

FIG. 13 is a schematic fragmentary sectional view, similar 
to FIGS. 5, 7 and 11, illustrating the relationship of a stepped 
wedge member to a bone; and 
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FIG. 14 is a plan view, taken generally along the line 14-14 
of FIG. 13, further illustrating the con?guration of the 
stepped wedge member. 

DETAILED DESCRIPTION OF THE INVENTION 

General Description 

FIGS. 1 and 2 are schematic posterior illustrations of bones 
in a leg 20 of a patient. A tibia bone 22 and ?bula bone 24 
support a femur bone 26. Although bones 22, 24 and 26 in a 
leg of a patient have been illustrated in FIGS. 1 and 2, it 
should be understood that the method and apparatus of the 
present invention may be used in association with bones in 
many different portions of a patient’s body. 

In FIG. 1, the upper end portion 30 of the tibia bone 22 is 
angularly misaligned with the lower portion 32 of the tibia 
bone. Thus, in FIG. 1, the upper end portion 30 of the tibia 
bone 22 is offset in a counterclockwise direction by approxi 
mately 7 degrees from a desired orientation relative to the 
lower portion 32 of the tibia bone 22. In accordance with a 
feature of the present invention, a wedge member 36 (FIGS. 
2, 3 and 4) is utilized to change the spatial relationship of the 
upper end portion 30 of the tibia bone 22 relative to the lower 
portion 32 of the tibia bone. 

The wedge member 36 is formed of a relatively hard rigid 
material. The wedge member 36 is capable of transmitting 
force between the upper end portion 30 and the lower portion 
32 of the tibia bone 22. This enables the leg 20 of the patient 
to be weight bearing as soon as the wedge member 36 is 
positioned in the tibia bone 22. Thereafter, bone may grow 
through the wedge member 3 6 between the upper end portion 
30 and lower portion 32 of the tibia bone 22. 
When the wedge member 36 is to be utilized to change the 

spatial relationship of the upper end portion 30 (FIG. 2) of the 
tibia bone 22 relative to the lower portion 32 of the tibia bone, 
an opening is formed in the ?eshy part of the body tissue in the 
leg of the patient to expose the portion of the tibia bone where 
the wedge member is to be installed. It is contemplated that it 
may be preferred to install the wedge member 36 approxi 
mately two to three millimeters below the upper end of the 
tibia bone. The speci?c location where the wedge member 36 
is installed will depend upon the surgeon’s judgment. It is 
contemplated that the wedge member 36 may be installed at 
any one of many locations relative to a particular bone. 
A saw cut is made to form a slot at the location where the 

wedge member 36 is to be installed. The saw cut and resulting 
slot extend only part way through the tibia bone 22. This 
results in the upper end portion 30 of the tibia bone 22 being 
connected with the lower portion 32 of the tibia bone by a 
connector or hinge portion 40 (FIG. 2) of the tibia bone. 
Once a slot has been formed between the upper end portion 

30 and lower portion 32 of the tibia bone, the wedge member 
36 is moved into tie slot. A thin edge 44 (FIGS. 3 and 4) of the 
wedge member 36 is leading and a thick edge 46 of the wedge 
member trailing as the wedge member moves into the slot. As 
the wedge member 36 is forced into the slot between the 
upper end portion 30 and lower portion 32 of the tibia bone 22 
(FIG. 2), the wedge member pivots the upper end portion of 
the tibia bone in a clockwise direction (as viewed in FIG. 2) 
relative to the lower portion of the tibia bone about an axis 
extending through the connector or hinge portion 40. 

The wedge member 36 has an outer side surface 50 (FIGS. 
3 and 4) which extends from one end 52 (FIG. 3) of the thin 
edge 44 of the wedge member 36 along the thick edge 46 of 
the wedge member to the opposite end 54 of the thin edge 44. 
The outer side surface 50 of the wedge member 36 has the 
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4 
same con?guration as the outer side surface of the tibia bone 
22 at the location where the saw cut formed the slot between 
the upper end portion 30 and lower portion 32 of the tibia 
bone. The outer side surface 50 of the wedge member may be 
formed in a plurality of sections. 

Although the outer side surface 50 of the wedge member 36 
has been illustrated schematically in FIG. 3 as forming a 
portion of a circle, it should be understood that the outer side 
surface 50 of the wedge member 36 will probably not have a 
con?guration which corresponds to the con?guration of a 
portion of a circle. The con?guration of the outer side surface 
50 of the wedge member 36 conforms to the cross sectional 
con?guration of the outside surface of the bone 22 at the 
location where the wedge member is to be installed in the 
bone. 

Since the outer side surface 50 of the wedge member 3 6 has 
a con?guration corresponding to the con?guration of the 
outer side surface of the bone 22 at the location where the 
wedge member is to be installed in the tibia bone (FIG. 2), the 
outer side surface 50 (FIG. 3) of the wedge member can be 
moved into alignment with the outer side surface of the bone 
22. This enables a hard cortical outer layer of the bone 22 to 
engage opposite major sides of the wedge member 36 adja 
cent to the outer side surface 50 of the wedge member. The 
outer layer of hard cortical bone has continuous engagement 
with the wedge member 36 from the thin edge 44 to the thick 
edge 46 of the wedge member. This maximizes the extent of 
engagement of the hard outer layer of cortical bone with the 
wedge member 36 to avoid stress concentrations in the hard 
cortical outer layer. 

If the wedge member 36 did not have an outer side surface 
50 which extended along the outer side surface of the bone 22 
from opposite sides of the hinge portion 40 of the bone, the 
hard cortical outer layer of bone would only be partially 
supported by the wedge member 36 at the slot in the bone. 
This would result in the load which is transmitted between the 
upper end portion 30 of the bone 22 and the lower portion 32 
of the bone being concentrated at a relatively small area on the 
hard cortical outer layer of bone at the opening to the slot. 
Once the wedge member 36 has been positioned relative to 

the bone 22, in the manner illustrated in FIG. 2, the wedge 
member is ?xedly connected with the bone. In the illustrated 
embodiment of the invention, suitable screws 58 (FIG. 2) are 
used to ?xedly connect mounting strips 60, 62 and 64 (FIG. 3) 
with the upper end portion 30 and lower portion 32 of the tibia 
bone 22. The mounting strips 60, 62 and 64 and screws 58 
hold the wedge member 36 against movement relative to the 
bone 22 during subsequent loading of the bone by the patient. 
The opening in the ?eshy portion of the leg of the patient is 

then closed. Since the wedge member 36 has a rigid structure, 
the leg 20 of the patient can be load bearing immediately after 
closing of the opening which exposed the bone 22. With she 
passage of time, bone grows through the wedge member 36 
between the upper end portion 30 and lower portion 32 of the 
bone 22. 
Wedge Member 
The wedge member 36 (FIGS. 3 and 4) has upper and lower 

major side surfaces 68 and 70 (FIG. 4). The upper and lower 
major side surfaces 68 and 70 slope toward each other from 
the thick edge 46 to the thin edge 44 of the wedge member 36. 
It is contemplated that a plurality of wedge members 36 
having different acute angles between upper and lower major 
side surfaces 68 and 70 may be provided. This enables a 
surgeon to select a wedge member 36 having a desired thick 
ness at the thick edge 46. 
The acute angle between the ?at upper and lower major 

side surfaces 68 and 70 is determined by the extent to which 
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the spatial relationship between the upper end portion 30 and 
the lower portion 32 (FIGS. 1 and 2) of the bone 22 is to be 
changed by insertion of the wedge member 36. Of course, the 
larger the bone with which the wedge member 36 is used, the 
smaller is the angle between the upper and lower major side 
surfaces 66 and 68 to obtain a desired thickness of the wedge 
member at the thick edge 46 of the wedge member. 

It is believed that it may be desired to have the angle 
between the upper and lower major side surfaces 68 and 70 be 
within a range between one degree and twenty degrees. 
Although the speci?c angle provided between the upper and 
lower major side surfaces 68 and 70 will depend upon the 
environment in which the wedge member is to be utilized, it 
is believed that the angle between the upper and lower major 
side surfaces 68 and 70 may frequently be between two 
degrees and ten degrees. It should be understood that the 
foregoing speci?c ranges of sizes for the angle between the 
upper and lower major side surfaces 68 and 70 have been set 
forth herein for purposes of clarity of description and it is 
contemplated that the angle between the upper and lower 
major side surfaces may be any one of many angles other than 
these speci?c angles. 

The wedge member 36 may be formed of any one of many 
different known materials which are compatible with a 
patient’s body. For example, the wedge member may be 
formed of human or animal bone, stainless steel, tantalum, a 
porous ceramic, or a polymeric material. If desired, the wedge 
member 3 6 may be formed of a biodegradable material. How 
ever, it is preferred to have the wedge member 36 formed of a 
rigid material which is capable of enabling the leg 20 to be 
weight bearing immediately after the wedge member 36 has 
been installed in the bone 22. 

The wedge member 36 is porous so that bone can grow 
through the wedge member. In the illustrated embodiment of 
the invention, the wedge member 36 has a plurality of open 
ings or passages 74 which extend through the wedge member 
between the upper and lower major side surfaces 68 and 70. 
The openings 74 enable bone to grow through the wedge 
member 36. 

It is believed that it may be preferred to form the wedge 
member of an open cell material to provide cavities in which 
bone can grow through the wedge member. The wedge mem 
ber 36 may have a cellular construction similar to coral. 
Alternatively, straight passages may be drilled or cast in the 
wedge member 36. It is contemplated that the wedge member 
36 may be coated with a material which promotes the growth 
of bone. If the wedge member 36 has a cellular construction, 
the cells may be at least partially ?lled with bone growth 
promoting material. 
When the wedge member 36 is to be inserted into the bone 

22 to change the spatial relationship between the upper end 
portion 30 of the bone and the lower portion 32 of the bone, a 
location for insertion of the wedge member is selected by a 
surgeon. It is contemplated that it may be desired to locate the 
wedge member 36 approximately two to ?ve millimeters 
below the upper end of the tibia bone. However, the speci?c 
location at which the wedge member is inserted into the bone 
22 will be selected by the surgeon as a function of the result 
desired from a particular operation. 
A saw slot is formed at the location where the wedge 

member is to be inserted into the bone. The slot extends only 
part way through the bone. Thus, in FIG. 2, the slot extended 
from the left side of the tibia bone 22 toward the right side to 
a location which was spaced from the right side of the tibia 
bone. This results in the upper end portion 30 and lower 
portion 32 of the bone 22 being interconnected by a connector 
or hinge portion 40 after the slot is formed. The thickness of 
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6 
the hinge portion 40 will depend upon the location where the 
wedge member is being installed, the extent to which the 
spatial relationship between portions of the bone are to be 
changed by insertion of the wedge member, and the physical 
characteristics of the bone itself. 
Once the slot has been formed, with a saw or other device 

at a desired location in the bone, the wedge member 36 is 
moved into the slot. The thin edge 44 of the wedge member is 
easily inserted into an entry opening to the slot. Force is then 
applied against the thick edge 46 of the wedge member to 
move the wedge member further into the slot. 
When the thin edge 44 of the wedge member 36 is initially 

positioned in the slot, the thin edge of the wedge member is 
diametrically opposite from the hinge portion 40 of the bone 
22. A longitudinal axis of the thin edge 44, that is an axis 
extending between the opposite ends 52 and 54 (FIG. 3) of the 
thin edge, is parallel to the bottom of the slot when the thin 
edge is initially positioned in the slot. At this time, an axis 
perpendicular to the thin edge 44 and extending through the 
center of the wedge member 3 6 is aligned with an axis extend 
ing perpendicular to the bottom of inner edge of the slot and 
extending through the center of the bone 22. 
The wedge member 36 is then moved into the slot along a 

linear path which extends perpendicular to the bottom or 
inner end of the slot and to the thin edge 44 of the wedge 
member. As the wedge member 36 moves into the slot along 
the linear path, the upper major side surface 68 (FIGS. 4 and 
5) of the wedge member slides along and applies force against 
the upper end portion 30 of the tibia bone 22. As the wedge 
member 36 moves into the slot along the linearpath, the lower 
major side surface 70 of the wedge member slides along and 
applies force against the lower portion 32 of the tibia bone 22. 
The wedge member 36 is moved into the slot under the 
in?uence of force applied against the trailing thick edge por 
tion 46. 

Although it is contemplated that the wedge member 36 
could be mounted at many different locations in many differ 
ent types of bone, the wedge member 36 is illustrated in FIGS. 
5 and 6 as being positioned in the tibia bone 22 at a location 
in which an outer layer 80 of hard cortical bone extends 
around a core 90 of soft cancellous bone. 
As the thin leading edge 44 of the wedge member 36 moves 

into the slot, the central portion of the thin leading edge 44 
engages the outer layer 80 of hard cortical bone at the entry to 
the slot on a side of the bone 22 opposite from the hinge or 
connector portion 40. Force is applied against the outer layer 
80 of hard cortical bone by the upper and lower major side 
surfaces 68 and 70 of the wedge member 36 at a location 
adjacent to the center of the opening to the slot. The force 
applied against the outer layer 80 of hard cortical bone by the 
thin leading end portion of the wedge member 36 initiates 
pivotal movement of the upper end portion 30 of the bone 22 
about an axis extend through the hinge portion 40. 
As the thin edge 44 of the wedge member moves further 

into the slot, the area of engagement of the thin leading edge 
44 of the wedge member with the outer layer 80 of hard 
cortical bone moves outward from a central portion of the thin 
leading edge 44 toward the opposite ends 52 and 54 of the thin 
leading edge 44 (FIGS. 3 and 6). The upper and lower major 
sides 68 and 70 of the wedge member move into engagement 
with the layer 80 of hard cortical bone along opposite sides of 
the bone 22. 
As the area of engagement of the thin leading edge 44 of the 

wedge member 36 with the outer layer 80 of hard cortical 
bone moves toward the opposite ends of the thin edge 44, the 
central portion of the thin edge 44 engages the core 90 of soft 
cancellous bone. When the central portion of the thin edge 44 
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of the wedge member 36 engages the core 90 of soft cancel 
lous bonerportions of the thin edge 44 on opposite sides of the 
central portion of the thin edge are in engagement with the 
outer layer 80 of hard cortical bone. However, depending 
upon the thickness and/or con?guration of the outer layer 80 
of hard cortical bone, the central portion of the thin edge 44 
may or may not engage the core 90 of soft cancellous bone 
before the opposite ends 52 and 54 of the thin edge 44 of the 
wedge member 36 move into initial engagement with the 
outer layer 80 of hard cortical bone. 

Continued movement of the wedge member 36 toward the 
bottom of the slot in the bone 22, that is, toward the right as 
viewed in FIGS. 5 and 6, moves the entire thin leading edge 
44 of the wedge member into engagement with the core 90 of 
soft cancellous bone. As this occurs, the wedge member 36 
moves into engagement with the outer layer 80 of hard cor 
tical bone along opposite sides of the wedge member adjacent 
to the outer side surface 50 of the wedge member and adjacent 
to opposite sides of the bone 22. Although the thin leading 
edge 44 of the wedge member is in engagement with the core 
90 of soft cancellous bone, the upper and lower major side 
surfaces 68 and 70 of the wedge member 36 are sliding along 
the portion of the outer layer 80 of hard cortical bone disposed 
behind the thin leading edge 44 of the wedge member 36, that 
is, to the left as viewed in FIGS. 5 and 6. 
When the thin leading edge 44 of the wedge member 3 6 has 

moved rightward (as viewed in FIGS. 5 and 6) past the center 
of the bone 22, the opposite ends 52 and 54 or the thin leading 
edge again move into engagement with the outer layer 80 of 
hard cortical bone. Continued movement of the wedge mem 
ber 36 into the slot increases the extent of engagement of the 
thin leading edge 44 of the wedge member with the outer 
layer 80 of hard cortical bone. 
When the outer side surface 50 of the wedge member 36 

has moved into alignment with an outer side surface 94 (FIG. 
6) on the lower portion 32 of the bone 22, rightward (as 
viewed in FIG. 6) movement of the wedge member is inter 
rupted. At this time, the thin leading edge 44 of the wedge 
member is at the bottom of the saw slot formed in the bone 22. 
Opposite ends 52 and 54 of the thin leading edge 44 are 
disposed in engagement with the outer layer 80 of hard cor 
tical bone. The mounting strips 60, 62 and 64 are disposed in 
abutting engagement with the outer side surface 94 of the 
bone 22. Therefore, further rightward movement of the 
wedge member 36 into the slot is blocked and the wedge 
member is in the position illustrated in FIGS. 5 and 6 relative 
to the bone 22. 

During movement of the wedge member 36 into the slot in 
the bone 22, in the manner previously described, the upper 
portion 30 of the bone pivoted relative to the lower portion 32 
by force applied against the upper and lower portions of the 
bone by the wedge member 36. The upper end portion 30 of 
the bone 22 is pivoted relative to the lower portion 32 of the 
bone about an axis extending parallel to the thin leading edge 
44 of the wedge member 36 and extending through the con 
nector or hinge portion 40 of the bone 22. 
When the outer side surface 50 on the wedge member 36 is 

moved into alignment with the outer side surface 94 on the 
bone 22, the outer side surface 50 on the wedge member 36 
will form a continuation of the outer side surface 94 of the 
bone 22. Although perfect alignment of the outer side surface 
50 of the wedge member 36 with the outer side surface 94 of 
the bone is desired, there may be a slight misalignment or 
discontinuity where the outer side surface 50 of the wedge 
member 36 is aligned with the outer side surface 94 of the 
bone 22. 
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In the embodiment of the wedge member 36 illustrated in 

FIGS. 3-6, the wedge member has been shown as being 
formed as a portion of a circle with the thin edge 44 being a 
chord of the circle. However, it is believed that it will be 
preferred to form the wedge member 36 with a con?guration 
which matches the con?guration of the bone 22 in which the 
wedge member is to be inserted. Thus, it is contemplated that 
the bone 22 may have an irregular outer side surface 94 which 
is not formed as a portion of a circle. In such a situation, the 
outer side surface 50 of the wedge member 36 would have a 
matching irregular con?guration and would not be formed as 
a portion of a cylinder. 
By having the outer side surface 50 of the wedge member 

36 have a con?guration which is the same as the con?guration 
as the outer surface 94 of the bone 22, almost perfect align 
ment can be obtained between the wedge member 36 and the 
bone 22. Although there may be some misalignment of the 
wedge member 36 and outer side surface 94 of the bone 22, 
the outer layer 80 of hard cortical bone is disposed in engage 
ment with the upper and lower major side surfaces 68 and 70 
of the wedge member 36 adjacent to the outer side surface 50 
of the wedge member throughout the extent of the outer side 
surface of the wedge member. 
By providing for engagement of the outer layer 80 of hard 

cortical bone with the wedge member 36 throughout the 
extent of the opening to the slot which was formed in the bone 
22, the area for transmittal of force between the upper and 
lower major side surfaces 68 and 70 (FIG. 5) of the wedge 
member and the outer layer 80 of hard cortical bone is maxi 
mized. This is because the entire extent of the outer layer 80 
of cortical bone which has been cut to form the slot is dis 
posed in engagement with the wedge member 36. The only 
portion of the outer layer 80 of hard cortical bone which does 
not engage the wedge member 36 is the portion of the outer 
layer of hard cortical bone which is disposed in the connector 
or hinge portion 40 of the tibia bone 22 (FIGS. 5 and 6). 
Therefore, there is no open space between surfaces on the 
outer layer 80 of hard cortical bone where the slot was 
formed. This minimizes any tendency for stress concentra 
tions to occur due to insertion of the wedge member 36 into 
the bone 22. 
As was previously indicated, it is desired to have almost 

perfect alignment of the outer side surface 50 of the wedge 
member 36 with the outer side 94 of the bone 22. However, 
the obtaining of perfect alignment of the outer side surface 50 
and is the wedge member 36 with the outer side surface 94 on 
the bone 22 will be dif?cult due to the fact that bones on 
different patients do not have exactly the same con?guration. 
In addition, the obtaining of perfect alignment between the 
outer side surface 50 of the wedge member 36 and the outer 
side surface 94 of the bone 22 is made dif?cult due to the fact 
that the con?guration of the outer side surface 94 of the bone 
22 varies along the extent of the bone. 
The outer side surface 50 of the wedge member 36 is 

considered as being aligned with the outer side surface 94 of 
the bone 22 when there is a slight discontinuity between the 
outer side surface 94 of the bone and the outer side surface 50 
of the wedge member 36. However, the extent of this discon 
tinuity should be minimized. Close alignment of the outer 
side surface 50 of the wedge member 36 with the surface 94 
on the bone 22 maximizes the extent of engagement of the 
outer layer 80 of hard cortical bone with the wedge member. 
In addition, close alignment of the outer side surface 50 of the 
wedge member 36 with the surface 94 on the bone 22 mini 
mizes the extent to which the wedge member projects out 
ward from the outer side surface of the bone. 
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Once the wedge member 36 has been positioned relative to 
the bone 22, in the manner previously explained, the screws 
58 are used to ?xedly connect the wedge member 36 with the 
upper end portion 30 and lower portion 32 of the bone 22. The 
screws 58 engage the outer layer of hard cortical bone (FIG. 
5) to hold the wedge member 3 6 against movement relative to 
the borne 22. It is contemplated that the wedge member 36 
could be connected with the bone 22 in a manner other than by 
using screws 58. 

Since the wedge member 36 is rigid, it can immediately 
transmit loads between the upper end portion 30 and lower 
portion 32 of the tibia bone 22. Therefore, after the incision 
which exposed the site at which the wedge member 36 is 
inserted into the bone 22 has been closed, the patient can 
begin to apply weight to the leg 20. This weight will be 
transmitted through the entire extent of the outer layer 80 of 
hard cortical bone. Thus, the portion of the outer layer 80 of 
hard cortical bone in the connector or, hinge portion 40 of the 
tibia bone 22 is not severed and can transmit force in the usual 
manner. The portion of the outer layer 80 of hard cortical bone 
which was cut to form the slot into which the wedge 36 was 
inserted, engages the upper and lower major side surfaces 68 
and 70 of the wedge member 36. Since the wedge member 36 
is rigid, force can be transmitted between the portions of the 
outer layer 80 of hard cortical bone which engage the wedge 
member. 

The central portion of the wedge member 36 engages the 
core 90 of soft cancellous bone. Since the wedge member 36 
is porous, the soft cancellous bone can grow through open 
ings formed in the wedge member 36 to fuse the upper end 
portion 30 and lower portion 32 of the bone 22. The growth of 
the soft cancellous bone through the wedge member 36 may 
be promoted by coating the wedge member with known bone 
growth inducing substances. In addition, it is believed that the 
hard cortical bone of the outer layer 80 will eventually grow 
through openings 74 in the wedge member 36. The openings 
74, which extend through the wedge member 36, may have a 
straight cylindrical con?guration or may have an irregular 
con?guration, similar to the con?guration of openings or 
cavities formed in natural coral. 

In the illustrations of FIGS. 5 and 6, the wedge member 36 
is positioned in bone 22 at a location where an outer layer 80 
of hard cortical bone extends aron a core 90 of soft cancel 
lous bone. However, the wedge member 36 could be used at 
locations where one or both major side surfaces 68 and 70 are 
engaged by only hard cortical bone. Although the wedge 
member 36 has been illustrated in FIG. 2 being used in a bone 
22 in a patient’s leg 20, the wedge member could be used with 
other bones. For example, the wedge member 36 could be 
used in association with bones in a patient’s arm, wrist, hand, 
ankle or foot. 

In the embodiment of the invention illustrated in FIGS. 2-6, 
the openings 74a are provided in the wedge member 3611 to 
enable bone to grow through the wedge member. If desired, 
the openings 7411 could be omitted. 

Wedge Member 

Second Embodiment 

In the embodiment of the wedge member 36 illustrated in 
FIGS. 2-6, the wedge member is pushed into a slot formed in 
the bone 22 by the application of force against the thick edge 
46 of the wedge member. In the embodiment of the invention 
illustrated in FIGS. 7 and 8, a long thin screw member is 
utilized to guide at least a portion of the movement of the 
wedge member into the bone and to apply force to the wedge 
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member to pull the wedge member into the slot formed in the 
bone. Since the embodiment of the invention illustrated in 
FIGS. 7 and 8 is generally similar to the embodiment of the 
invention illustrated in FIGS. 2-6, similar numerals will be 
utilized to designate similar components, the suf?x letter “a” 
being associated with the numerals of FIGS. 7 and 8 to avoid 
confusion. 
A wedge member 36a is inserted into a bone 22a to change 

the spatial relationship of an upper portion 3011 (FIG. 7) of the 
bone relative to a lower portion 32a of the bone. The wedge 
member 36a has a thin edge 44a and a thick edge 4611. An 
outer side surface 50a (FIG. 8) extends between opposite 
ends 52a and 54a of the thin edge 4411 (FIG. 8). Upper and 
lower major side surfaces 68a and 70a (FIG. 7) extend 
between the thin edge 44a and the thick edge 46a. The ?at 
upper and lower major side surfaces 68a and 7011 are skewed 
at an acute angle relative to each other. 

Openings 7411 (FIG. 8) extend through the wedge member 
3611 to enable bone to grow through the wedge member. The 
opening 74a may have a straight cylindrical con?guration or 
may have an irregular con?guration, similar to openings 
formed in natural coral. The wedge member 36a may be 
coated with bone growth promoting material and/ or the open 
ings 74a ?lled with bone growth promoting material. If 
desired, the openings 74a may be omitted. 
A plurality of mounting strips 60a, 62a and 6411 (FIG. 8) 

engage an outer side surface 94a of the bone 22a. Suitable 
fasteners 58a connect the wedge member 36a with the bone 
22a. The outer side surface 50a or the wedge member 36a is 
aligned with the outer side surface 94a of the bone 22a. 
The wedge member 3611 has the same general construction 

as the wedge member 36 of FIGS. 1-6. The wedge member 
3611 is inserted into a slot formed in the bone 22a in much the 
same manner as previously described in connection with the 
embodiment of the invention illustrated in FIGS. 1-6. How 
ever, in accordance with a feature of the embodiment of the 
invention illustrated in FIGS. 7 and 8, a screw member 100 is 
utilized to guide movement of the wedge member 3 611 relative 
to the bone 22a and to apply force to the wedge member 3611 
to pull the wedge member into a slot formed in the bone 22a. 

The screw member 100 has a straight elongated shank 102 
(FIG. 7) which extends through the wedge member 3611. A 
head end portion 104 of the screw member 100 is ?xedly 
connected with the shank 102 and disposed in a suitable 
recess formed in the wedge member 36a. An opening 106 is 
formed in the mounting strip 62a to provide access to the head 
end portion 104 of the screw member 100. 
The screw member 100 has en externally threaded end 

portion 110 disposed on the end of the shank 102 opposite 
from the head end portion 104. The externally threaded end 
110 of the screw member 100 is engageable with the outer 
layer 8011 of hard cortical bone at the hinge or connector 
section 40a of the bone 22a. 
When the wedge member 36a is to be inserted into a slot in 

the bone 2211, the wedge member 3611 is moved into the slot in 
the manner previously explained in conjunction with the 
embodiment of the invention illustrated in FIGS. 2-6. As the 
wedge member 36a approaches the position shown in FIG. 7, 
the externally threaded end 110 of the screw member 100 
engages an inner side surface 114 of the outer layer 80a of 
hard cortical bone. The head end portion 104 of the screw 
member 100 is then rotated. This causes the externally 
threaded end portion 110 of the screw member to move into 
threaded engagement with the outer layer 8011 of hard cortical 
bone. 

Continued rotation of the screw member 100 results in the 
head end portion 104 applying force against the wedge mem 
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ber 36a to pull the wedge member toward the right (as viewed 
in FIG. 7). As the wedge member 3611 is pulled toward the 
right by force transmitted from the screw member 100 to the 
wedge member, the mounting strips 60a, 62a and 6411 (FIG. 
8) move into abutting engagement with the outer side surface 
94a on the bone 22a. The shank 102 of the screw member 100 
guides movement of the wedge member 3611 relative to the 
bone 22a. Rotation of the screw member 100 and movement 
of the wedge member 3611 toward the right (as viewed in FIG. 
7) is then interrupted. The mounting strips 60a, 62a, and 6411 
are ?xedly connected with the upper end portion 30a and 
lower portion 32a of the bone 2211 by fasteners (screws) 58a. 

Although the wedge member 3611 has been illustrated in 
FIGS. 7 and 8 at a location where a layer 80a of hard cortical 
bone encloses a core 90a of soft cancellous bone, the wedge 
member 3611 could be used at a location where the wedge 
member engages only hard cortical bone. Although it is pre 
ferred to provide the openings 74a to enable bone to grow 
through the wedge member 3 6a, the openings may be omitted 
if desired. 

Wedge Member 

Third Embodiment 

In the embodiment of the wedge member illustrated in 
FIGS. 2-8, the wedge member has ?at major side surfaces 
which extend from a relatively thick edge 46 of the wedge 
member to a relatively thin edge 44 of the wedge member. In 
the embodiment of the invention illustrated in FIG. 9, the 
wedge member is formed as an axially tapered screw. Since 
the wedge member of the embodiment of the invention illus 
trated in FIG. 9 changes the spatial relationship between end 
portions of a bone in a patient’s body in a manner similar to 
that explained in conjunction with the embodiments of the 
invention illustrated in FIGS. 2-7, similar numerals will be 
utilized to identify components of the embodiment of the 
invention illustrated in FIG. 9, the suf?x letter “b” being 
associated with the numerals of FIG. 9 to avoid confusion. 
A wedge member 36b has a thin edge or point 44b and a 

thick edge or head 46b (FIG. 9). A mounting strip 62b is 
connected with the thick edge 46b and engages an outer side 
surface of a bone to limit movement of the wedge member 
36b relative to the bone. A side surface 50b on the thick edge 
46b of the wedge member 36b is aligned with an outer side 
surface of the bone when the mounting strip 62b engages the 
outer side surface of the bone. 

In accordance with a feature of this embodiment of the 
invention, the wedge member 36b has a spiral external thread 
convolution 116. The thread convolution 116 has a generally 
conical con?guration and tapers from the thick edge 50b of 
the wedge member 36b to the thin edge or point 44b of the 
wedge member 36b. 
When the wedge member 36b is to be inserted into a bone, 

a slot is formed in the bone in the same manner as previously 
explained in conjunction with the embodiment of the inven 
tion illustrated in FIGS. 2-8. The wedge member 36b is then 
screwed into the slot. In order to screw the wedge member 
36b into the slot, force may be applied to the mounting strip 
62b to rotate the wedge member 36b about its longitudinal 
central axis. Alternatively, a socket may be provided in the 
thick edge 46b to receive a suitable tool which transmits 
torque to the wedge member 36b. 
As this occurs, the external thread convolution 116 on the 

wedge member 36b cooperates with the hard cancellous outer 
layer of the bone to effect axial movement of the wedge 
member into the slot in the bone. As the wedge member 36b 
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enters the slot in the bone, the portion of the bone, corre 
sponding to the upper end portion 30 of FIG. 2, pivots relative 
to a lower portion 32. This results in a change in the spatial 
relationship between the upper portion and lower portion of 
the bone. 

Prior to moving the wedge member 36b into the slot in the 
bone, a longitudinal central axis of the wedge member is 
aligned with an axis which is perpendicular to a bottom of the 
slot and extends through the center of the bone. The wedge 
member 36b is then rotated about its longitudinal central axis. 
As the wedge member 36b rotates and moves into the slot, the 
wedge member moves along a straight path which extends 
perpendicular to an axis about which the upper end portion of 
the bone is pivoted relative to the lower portion of the bone. 
Movement of the wedge member 36b into the slot is inter 
rupted with the thin edge or point 44b spaced from a connec 
tor or hinge portion of the bone which interconnects the upper 
end portion and lower portion of the bone. 
A plurality of openings 74b are formed in the wedge mem 

ber 36b to enable bone to grow through the wedge member in 
the manner previously explained in conjunction with the 
embodiment of FIGS. 1-8. The wedge member 36b is coated 
with a bone growth promoting material. The wedge member 
36b may be hollow to provide a cavity to hold bone growth 
promoting material. 

Wedge Member 

Fourth Embodiment 

An the embodiment of the invention illustrated in FIGS. 
2-9, the wedge member has openings to enable bone to grow 
through the wedge member. In the embodiment of the inven 
tion illustrated in FIG. 10, the wedge member is hollow to 
provide a cavity which holds bone growth promoting mate 
rial. Since the embodiment of the invention illustrated in FIG. 
10 is generally similar to the embodiment of the invention 
illustrated in FIGS. 2-9, similar numerals will be utilized to 
designate similar components, the suf?x letter “c” being asso 
ciated with the embodiment of FIG. 10 to avoid confusion. 
A wedge member 360 (FIG. 10.) has a thin edge 44c and a 

thick edge 460. An outer side surface 500 extends between 
opposite ends of the thin edge 440 in the same manner as is 
illustrated in FIGS. 3 and 6 for the embodiment of the inven 
tion of FIGS. 2-6. The wedge member 360 has the same 
overall con?guration as the wedge member 36 of FIGS. 2-6. 
A mounting strip 620 is connected with the thick edge 440 

of the wedge member 360. Additional mounting strips, cor 
responding to the mounting strips 60 and 64 of the embodi 
ment of the invention illustrated in FIGS. 3 and 6, are pro 
vided on the wedge member 360. When the outer side surface 
500 on the wedge member 3 60 has moved into alignment with 
the outer side surface of the bone, the mounting strip 620 
engages the outer side surface of the bone. Suitable fasteners 
may be used to interconnect the bone and the mounting strip 
620. Although only a single mounting strip 620 has been 
illustrated in FIG. 10, it should be understood that additional 
mounting strips, corresponding to the mounting strips 62 and 
64 of FIG. 3, are associated with the wedge member 360. 
The wedge member 360 has a ?at upper major side surface 

680 and a ?at lower major side surface 700. The upper and 
lower major side surfaces 680 and 700 have the same con 
?guration as the upper and lower major side surfaces 68 and 
70 of the embodiment of the invention illustrated in FIGS. 
2-6. The outer side surface 500 has the same con?guration as 
the outer side surface 50 of the embodiment of the invention 
illustrated in FIGS. 2-6. The upper and lower major side 
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surfaces 680 and 700 (FIG. 10) are disposed at an acute angle 
and taper from the thick edge 460 to the thin edge 440 of the 
wedge member 360. 

The wedge member 360 is rigid to enable it to be weight 
bearing as soon as it is positioned in a bone. Although the 
wedge member 360 could be formed of many different mate 
rials, it is formed of stainless steel. 

In accordance with a feature of this embodiment of the 
invention, the wedge member 360 (FIG. 10) is hollow. There 
fore, a compartment or cavity 120 is formed in the wedge 
member 3 6c. The compartment 120 has upper and lower inner 
side surfaces 122 and 124 which are smaller than the upper 
and lower major side surfaces 680 and 700 of the wedge 
member 360. However, the inner side surfaces 122 and 124 of 
the compartment 120 have the same general con?guration as 
the upper and lower major side surfacers 680 and 700 of the 
wedge member 360. 

The compartment 120 is ?lled with a bone growth inducing 
material 130. The bone growth inducing material 130 is (not 
shown) formed in either the upper major side surface 680 or 
the lower major side surface 700 of the wedge member 360. 
Once the compartment 120 has been ?lled with the bone 
growth inducing material 130, the opening to the compart 
ment is closed. However, openings 740 in the wedge member 
360 enable bone to grow through the wedge member. 

The growth of bone through the wedge member 360 is 
promoted by the bone growth inducing material 130 in the 
compartment 120. The bone growth inducing material 130 in 
the compartment 120 may be any one of many known com 
positions. For example, apatite compositions with collagen 
may be utilized. Demineralized bone powder may also be 
utilized. Regardless of which of the known bone growth 
inducing materials are selected, the presence of the bone 
growth inducing material in the compartment 120 will pro 
mote a growth of bone through the openings 740 in the wedge 
member 360. 

The wedge member 360 may, itself, be formed of a suitable 
rigid material, such as tantalum or stainless steel. In addition 
to the bone growth inducing material 130 in the compartment 
120, the surfaces of the wedge member 360 and the openings 
740 may be coated with suitable bone growth inducing mate 
rials. Although the wedge member 360 has been shown as 
having straight cylindrical openings 740 through which bone 
grows, the wedge member 360 could have an open celled 
construction if desired. 

Wedge Member 

Fifth Embodiment 

In the embodiment of the invention illustrated in FIGS. 
2-10, a plurality of relatively small openings 74 extend 
through the various wedge members to enable bone to grow 
through the wedge members. In the embodiment of the inven 
tion illustrated in FIGS. 11 and 12, a relatively large central 
opening is provided in the wedge member to enable bone to 
grow through the wedge member. Since the embodiment of 
the invention illustrated in FIGS. 11 and 12 is generally 
similar to the embodiment of the invention illustrated in 
FIGS. 2-10, similar numerals will be utilized to designate 
similar components, the suf?x letter “d” being associated 
with the numerals of FIGS. 11 and 12 to avoid confusion. 
A wedge member 36d (FIGS. 11 and 12) has a thin edge 

44d and a thick edge 46d. An outer side surface 50d extends 
between opposite ends 52d and 54d (FIG. 12) of the thin edge 
44d. The outer side surface 50d has a con?guration which 
corresponds to the con?guration of an outer side surface 94d 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

14 
of a bone 22d (FIG. 11). The wedge member 36d has ?at 
upper and lower major side surfaces 68d and 70d which are 
skewed at an acute angle relative to each other and extend 
between the thin edge 44d and the thick edge 46d of the 
wedge member 36d. 
The wedge member 36d has the same overall con?guration 

as the wedge member 36 of the embodiment of the invention 
illustrated in FIGS. 2-6. Thus, the side surface 50d (FIG. 12) 
has the same con?guration as the side surface 50 of FIGS. 3 
and 4. The upper and lower major side surfaces 68d and 70d 
(FIGS. 11 and 12) have outer edge portions with the same 
con?guration as the outer edge portion of the major side 
surfaces 68 and 70 of FIGS. 3 and 4. 
When the wedge member 36d has been inserted into a slot 

formed in a bone in the manner previously explained in con 
junction with the embodiment of the invention illustrated in 
FIGS. 2-6, mounting strips 60d, 62d, and 64d on the wedge 
member 36d move into abutting engagement with the outer 
side surface 94d of the bone 22d (FIG. 17). The mounting 
strips 60d, 62d, and 64d are ?xedly connected with the upper 
end portion 30d and lower portion 32d of the bone 22d by 
suitable fasteners 58d. The fasteners 58d retain the wedge 
member 36d against movement from a position in which the 
side surface 50d is aligned with the outer side surface 94d of 
the bone 22d. 
As the wedge member 36d is inserted into the slot in the 

bone 22d, an upper portion 30d (FIG. 11) ofthe bone 22d is 
pivoted relative to a lower portion 32d to change the spatial 
relationship between the upper portion 30d and lower portion 
32d of the bone 22d. The upper portion 30d of the bone 22d 
pivots about an axis which extends parallel to the thin edge 
44d of the wedge member 36d. The axis about which the 
upper portion 30d of the bone pivots extends through the 
hinge or connector portion 40d of the bone 22d and is parallel 
to the bottom of the slot formed in the bone 22d to receive the 
wedge member 36d. 

In accordance with a feature of the present invention, the 
wedge member 36d has a large central opening 134 through 
which bone may grow. The openings 134 extends between 
upper and lower major side surfaces 68d and 70d of the wedge 
member 36d. The opening 134 is con?gured in such a manner 
that the upper and lower major side surfaces 68d and 70d of 
the wedge member 36d engage an outer layer 80d of hard 
cortical bone throughout movement of the wedge member 
36d into the slot formed in the bone 22d. 
When the wedge member 3 6d has moved into the bone 22d, 

to the position shown in FIGS. 11 and 12, the large opening 
134 enables the core 90d of soft cancellous bone to easily 
grow through the wedge member 36d. If desired, material 
130d (FIG. 11) for promoting a growth of bone could be 
positioned in the opening 134.At this time, the outer layer 80d 
of hard cortical bone is disposed in abutting engagement with 
opposite major side surfaces 68d and 70d on the wedge mem 
ber 36d throughout the extent of the opening to the slot into 
which the wedge member is inserted. Relatively small open 
ings 74d are provided in the wedge member 36d to enable 
hard cortical bone to grow through the wedge member. 
The opening 134 has a con?guration which is similar to but 

smaller than the overall con?guration of the wedge member 
36d. Thus, the opening 134 has a ?at, rectangular side surface 
136 which extends parallel to the thin edge 44d of the wedge 
member 36d. The opening 134 has an arcuate side surface 138 
which is spaced substantially the same distance from the 
outer side surface 50d throughout the extent of the side sur 
face 138 of the opening 134 and the side surface 50d of the 
wedge member 36d. 
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The side surface 138 of the opening 134 is spaced from the 
outer side surface 50d by a distance which is greater than the 
thickness of the outer layer 80d of hard cortical bone. There 
fore, as the wedge member 36d is inserted into the slot formed 
in the bone 22d, the outer layer 80d of hard cortical bone 
engages the upper and lower major side surfaces 58d and 70d 
of the wedge member 36d. The outer layer 80d of hard cor 
tical bone is in engagement with the upper and lower major 
side surfaces 68d and 70d of the wedge member 36d when the 
outer side surface 50d of the wedge member is aligned with 
the outer side surface 94d of the bone 22d. The outer layer 80d 
of hard cortical bone is disposed in engagement with the 
wedge member 36d throughout the extent of the opening to 
the slot into which the wedge member 36d is inserted. 
When the wedge member 36d has been moved into the slot 

formed in the bone 20d, the mounting strips 60d, 62d and 64d 
move into abutting engagement with the outer side surface 
94d of the bone. Suitable fasteners 58d can then be utilized to 
connect the wedge member 36d with the upper end portion 
30d and the lower portion 32d of the bone 22d. The fasteners 
58d maintain the outer side surface 50d on the wedge member 
36d in alignment with the outer side surface 94d of the bone 
22d. 

The wedge member 36d can, upon being positioned rela 
tive to the bone and an incision which was made to expose the 
bone closed, be load bearing. This is because the outer layer 
80d of hard cortical bone extends through the hinge portion 
40d and can support a load in the usual manner. The outer 
layer 80d of hard cortical bone is disposed in engagement 
with the upper and lower major side surfaces 68d and 70d of 
the rigid wedge member 36d at a location offset to the left (as 
viewed in FIG. 12) from the hinge on connector portion 40d. 
Therefore, force can be transmitted between the upper end 
portion 30d and lower portion 32d (FIG. 11) through the 
wedge member 36d as soon as the wedge member has been 
properly installed in the bone 22d. 

With the passage of time, the soft cancellous bone 90d 
grows through and completely ?lls the opening 134 in the 
wedge member 36d. Although one speci?c opening con?gu 
ration has been illustrated in FIG. 12, it is contemplated that 
the opening 134 could have any desired con?guration. In 
addition to the bone growth promoting material 130d, the 
wedge member 36d could be coated with bone growth pro 
moting material. If desired, the small openings 74d could be 
omitted. 

Wedge Member 

Fifth Embodiment 

In the embodiment of the invention illustrated in FIGS. 1 -6, 
the wedge member has ?at major side surfaces. In the 
embodiment of the invention illustrated in FIGS. 13 and 14, 
the wedge member has major side surfaces with a stepped 
con?guration. Since the embodiment of the invention illus 
trated in FIGS. 13 and 14 is generally similar to the embodi 
ment of the invention illustrated in FIGS. 2-6, similar numer 
als will be utilized to identify similar components, the suf?x 
letter “e” being associated with the numerals of FIGS. 13 and 
14 to avoid confusion. 
A wedge member 36e is used to change a spatial relation 

ship between an upper end portion 30e and a lower portion 
32e of a bone 22e (FIG. 13). The wedge member 36e includes 
a thin edge 44e and a thick edge 46e. The wedge member 36e 
has an outer side surface 50e which extends between opposite 
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ends 52e and 54e (FIG. 14) of the thin edge 44e. The wedge 
member 36e has an upper major side 68e (FIG. 13) and a 
lower major side 70e. 
A plurality of mounting strips 60e, 62e and 64e move into 

abutting engagement with an outer side surface 94e of the 
bone 22e when the wedge member 36e is inserted into a slot 
formed in the bone in the manner previously explained. As the 
wedge member 36e is inserted in to the slot in the bone, the 
upper end portion 30e of the bone 22e pivots about an axis 
which extends through a connector or hinge portion 40e of the 
bone. The axis about which the upper portion 30e of the bone 
pivots extends parallel to the thin edge 44e of the wedge 
member 36e. 
When the mounting strips 60e, 62e and 64e have moved 

into abutting engagement with the outer side surface 94e of 
the bone 22e, the outer side surface 50e is in alignment with 
the outer side surface 94e of the bone 22e. Suitable fasteners 
58e are utilized to connect the wedge member 46e with the 
upper end portion 30e and lower portion 32e of the bone 22e 
in the manner previously explained. 

In accordance with a feature of this embodiment of the 
invention, the upper major side 68e of the wedge member 36e 
has a stepped con?guration. Thus, the upper major side 68e of 
the wedge member 36e includes a ?at surface area 150 (FIGS. 
13 and 14) which extends at a ?rst, relatively small acute 
angle relative to the lower major side surface 70e of the wedge 
member 36e. A second surface area 152 extends from the 
surface area 150 toward the outer side surface 50e of the 
wedge member 36e at a second acute angle relative to the 
lower side surface 70e. The second acute angle, at which the 
side surface 152 extends relative to the lower side surface 70e 
(FIG. 13), is greater than the ?rst angle at which the side 
surface area 150 extends relative to the lower side surface 70e. 

Finally, the wedge member 36e includes a surface area 154 
which extends outward from the surface area 152 to the outer 
side surface 50e of the wedge member 36e. The surface 154 
slopes at an acute angle relative to the lower side surface 70e 
of the wedge member 36e. The angle which the surface 154 
makes with the dower side surface 70e is greater than the 
angle which the surface area 150 makes with the lower side 
surface 70e. The angle which the surface area 150 makes with 
the lower side surface 70e of the wedge member 36e is less 
than the angle which the surface area 152 makes with the 
lower side surface 70e (FIG. 13). 
The surface area 154 extends a substantially constant dis 

tance from the outer side surface 50e of the wedge member 
36e throughout the extent of the surface area 154 (FIG. 14). 
Since the surface area 152 extends between the surface area 
150 and the surface area 154 (FIG. 14) the extent of the 
surface area 152 varies as a function of the distance of the 
surface area from a perpendicular to the thin edge 44e and 
through the center of wedge member 36e. The resulting 
stepped con?guration of the wedge member 36e facilitates 
initial movement of the wedge member into the slot formed in 
the bone 22e. 
A plurality of openings 74e extend through the wedge 

member 36e. The openings 74e enable bone to grow through 
the wedge member 36e The openings 74e may have a straight 
cylindrical con?guration or may have an open-celled struc 
ture. The wedge member 3 6e may be coated with bone growth 
promoting material and/or the openings 74e may be at least 
partially ?lled with bone growth promoting material. 
An outer layer 80e of hard cortical bone is disposed in 

engagement with the surface area 154 adjacent to the outer 
side surface 50e of the wedge member 36e. The portion of the 
outer layer 80e of hard cortical bone exposed by formation of 
the slot in the bone also engages the lower major side surface 

DePuy Synthes Products, Inc. & DePuy Synthes Sales, Inc. 
Exhibit 1001 

16 of 20



US 8,795,363 B2 
17 

70e of the wedge member 36e. The wedge member 36e is 
formed of a rigid material which is capable of transmitting 
force between the upper endportion 30e and the lowerportion 
32e of the bone 22e. Therefore, the bone is immediately 
weight supporting when the wedge member 36e is positioned 
in the bone in the manner illustrated in FIGS. 13 and 14. 

CONCLUSION 

In view of the foregoing description, it is apparent that the 
present invention provides a new and improved method and 
apparatus for use in changing a spatial relationship between 
portions of a bone 22 in a patient’s body. When this is to be 
done, an opening is formed in a portion of the patient’s body 
tissue to at least partially expose the bone 22. Force is applied 
to the bone 22 with a wedge member 36 to move one portion 
30 of the bone relative to another portion 32 of the bone. The 
wedge member 36 may be ?xedly connected with either or 
both portions of the bone. The opening in the patient’s body 
is then closed with the wedge member 36 disposed in engage 
ment with the bone 22. Force can be transmitted between 
portions 30 and 32 of the bone 22 through the wedge member 
36. 

The wedge member 36 may taper from a thick edge 46 to a 
thin edge 44 and have a side surface 50 which extends from 
one end 52 of the thin edge, along the thick edge, to the 
opposite end 54 of the thin edge. The side surface 50 of the 
wedge member 36 has a cross sectional con?guration corre 
sponding to the con?guration of a portion of an outer side 
surface 94 of the bone 22. This enables the wedge member 36 
to be aligned with the outer side surface 94 of the bone 22. 

The wedge member 36 may be positioned relative to the 
bone 22 at a location where a layer 80 of hard cortical bone 
encloses soft cancellous bone 90. Opposite ends 52 and 54 of 
the thin edge 44 of the wedge member 36 may be positioned 
in engagement with the hard cortical bone 80 while a central 
portion of the thin edge 44 of the wedge member 36 engages 
the soft cancellous bone. In addition, the layer 80 of hard 
cortical bone may engage the wedge member 36 adjacent to 
the side surface 50 of the wedge member. 

It is contemplated that the wedge member 36 may have 
many different constructions. It is believed that it will be 
advantageous to form the wedge member 36 with one or more 
openings 74 through which bone can grow. The wedge mem 
ber 36 may be hollow and contain material 130 which pro 
motes the growth of bone through the wedge member. 
A screw member 100 may extend ahead of the thin leading 

edge 44 of the wedge member 36 and engage hard cortical 
bone. Force may be transmitted from the screw member 100 
to the wedge member 36 to move the wedge member relative 
to the bone. Alternatively, the wedge member 36 may have a 
circular cross sectional con?guration with an external thread 
convolution 116 to enable the wedge member to be moved 
into an opening in a bone by rotating the wedge member. 

I claim: 
1. An implantable device for use in association with bones 

in a patient’s body, the implantable device comprising: 
a body constructed of a polymeric material including a 

trailing end portion, a leading end portion having a lead 
ing end, a ?rst side surface, a second side surface, an 
upper surface and a lower surface, the body further 
including a central opening extending through the upper 
surface and the lower surface, the central opening having 
an internal surface including an internal leading surface, 
a ?rst internal side surface and a second internal side 
surface, a ?rst depth de?ned between the leading end 
and the internal leading surface, a ?rst spacing de?ned 
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between the ?rst side surface and the ?rst internal side 
surface and a second spacing de?ned between the sec 
ond side surface and the second internal side surface, the 
?rst spacing being substantially the same as the second 
spacing and the ?rst depth being less than the ?rst spac 
ing, a body width de?ned between the ?rst side surface 
and the second side surface and a body length de?ned 
between the leading end and a trailing end of the trailing 
end portion, the body width being greater than the body 
length; and 

a ?rst mounting strip constructed of a metallic material 
connected to the trailing end portion, a ?rst screw hole 
and a second screw hole extending through the ?rst 
mounting strip. 

2. The implantable device of claim 1, wherein the trailing 
end portion de?nes a ?rst thickness and the leading end por 
tion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

3. The implantable device of claim 1, wherein the body 
further includes a second depth de?ned between an internal 
trailing surface and the trailing end, the ?rst depth being less 
than the second depth. 

4. The implantable device of claim, further comprising: 
a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
5. The implantable device of claim, further comprising: 
a ?rst screw con?gured for mounting in the ?rst screw hole; 

and 
a second screw con?gured for mounting in the second 

screw hole. 

6. An implantable device for use in association with bones 
in a patient’s body, the implantable device comprising: 

a body constructed of a polymeric material including a 
trailing end portion, a leading end portion having a lead 
ing end, a ?rst side surface, a second side surface, an 
upper surface and a lower surface, the body further 
including a central opening extending through the upper 
surface and the lower surface, the central opening having 
an internal surface including an internal leading surface, 
a ?rst internal side surface and a second internal side 
surface, a ?rst depth de?ned between the leading end 
and the internal leading surface and a second depth 
de?ned between an internal trailing surface and a trail 
ing end of the trailing end portion, the ?rst depth being 
less than the second depth, a ?rst spacing de?ned 
between the ?rst side surface and the ?rst internal side 
surface and a second spacing de?ned between the sec 
ond side surface and the second internal side surface, the 
?rst spacing being substantially the same as the second 
spacing and the ?rst depth being less than the ?rst spac 
ing, the central opening has a central opening width 
de?ned between the ?rst internal side surface and the 
second internal side surface, the central opening width 
being greater than a sum of the ?rst spacing and the 
second spacing; and 

a ?rst mounting strip constructed of a metallic material 
connected to the trailing end portion, a ?rst screw hole 
and a second screw hole extending through the ?rst 
mounting strip. 

7. The implantable device of claim 6, wherein the body 
comprises a wedge member. 

8. The implantable device of claim 6, wherein the upper 
and lower surfaces de?ne an acute angle. 

9. The implantable device of claim 8, wherein the acute 
angle is between one degree and twenty degrees. 

10. The implantable device of claim 6, wherein the leading 
end portion tapers to a thin edge. 
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11. The implantable device of claim 6, wherein the central 
opening has a con?guration which is similar to but smaller 
than the overall con?guration of the body. 

12. The implantable device of claim 6, wherein the ?rst 
mounting strip includes an upper portion extending above the 
upper surface and a lower portion extending below the lower 
surface in a mounted con?guration. 

13 . An implantable device foruse in association with bones 
in a patient’s body, the implantable device comprising: 

a body constructed of a polymeric material including a 
trailing end portion, a leading end portion having a lead 
ing end, a ?rst side surface, a second side surface, an 
upper surface and a lower surface, the body further 
including a central opening extending through the upper 
surface and the lower surface, the central opening having 
an internal surface including an internal leading surface, 
a ?rst internal side surface and a second internal side 
surface, a ?rst depth de?ned between the leading end 
and the internal leading surface, a second depth de?ned 
between an internal trailing surface and a trailing end of 
the trailing end portion, the ?rst depthbeing less than the 
second depth, a ?rst spacing de?ned between the ?rst 
side surface and the ?rst internal side surface and a 
second spacing de?ned between the second side surface 
and the second internal side surface, the ?rst spacing 
being substantially the same as the second spacing and 
the ?rst depth being less than the ?rst spacing, a body 
width de?ned between the ?rst side surface and the 
second side surface and the central opening de?nes a 
central opening width between the ?rst internal side 
surface and the second internal side surface, the central 
opening width being greater than one half the body 
width; and 

a ?rst mounting strip constructed of a metallic material 
connected to the trailing end portion, a ?rst screw hole 
and a second screw hole extending through the ?rst 
mounting strip. 

14. The implantable device of claim 1, wherein the body 
includes a ?rst side portion between the ?rst side surface and 
the ?rst internal side surface, the ?rst side portion constructed 
of a solid, continuous polymeric material. 

15. The implantable device of claim 1, wherein the body is 
constructed of a porous polymeric material. 

16.An implantable device foruse in association with bones 
in a patient’s body, the implantable device comprising: 

a body constructed of a polymeric material including a 
trailing end portion having a trailing end, a leading end 
portion having a leading end, a ?rst side surface, a sec 
ond side surface, an upper surface and a lower surface, 
the body further including a central opening extending 
through the upper surface and the lower surface, the 
central opening having an internal surface including an 
internal leading surface, a ?rst internal side surface and 
a second internal side surface, a ?rst spacing de?ned 
between the ?rst side surface and the ?rst internal side 
surface and a second spacing de?ned between the sec 
ond side surface and the second internal side surface, the 
?rst spacing being substantially the same as the second 
spacing, the body having a body width de?ned between 
the ?rst side surface and the second side surface and a 
body length de?ned between the leading end and the 
trailing end, the body width being greater than the body 
length, the body also includes a second opening extend 
ing through the upper surface and the lower surface 
con?gured to allow bone growth through the body, the 
second opening being generally straight; and 
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a mounting strip constructed of a metallic material con 

nected to the trailing end portion, a ?rst screw hole and 
a second screw hole extending through the mounting 
strip. 

17. The implantable device of claim 16, wherein the body 
further includes a ?rst depth de?ned between the leading end 
and the internal leading surface, the central opening having a 
central opening width de?ned between the ?rst internal side 
surface and the second internal side surface, the central open 
ing width being greater than the ?rst depth. 

18. The implantable device of claim 16, wherein the body 
further includes a second depth de?ned between the trailing 
end and an internal trailing surface, the central opening hav 
ing a central opening length de?ned between the internal 
trailing surface and the internal leading surface, the central 
opening length being greater than a sum of the ?rst depth and 
the second depth. 

19. The implantable device of claim 1 6, wherein the central 
opening has a central opening width de?ned between the ?rst 
internal side surface and the second internal side surface and 
a central opening length de?ned between an internal trailing 
surface and the internal leading surface, the central opening 
width being greater than the central opening length. 

20. The implantable device of claim 16, wherein the trail 
ing end portion de?nes a ?rst thickness and the leading end 
portion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

21. The implantable device of claim 16, further compris 
ing: 

a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
22. The implantable device of claim 16, further compris 

ing: 
a ?rst screw con?gured for mounting in the ?rst screw hole; 

and 
a second screw con?gured for mounting in the second 

screw hole. 

23. The implantable device of claim 1 6, wherein the central 
opening has a central opening width de?ned between the ?rst 
internal side surface and the second internal side surface, the 
central opening width being greater than a sum of the ?rst 
spacing and the second spacing. 

24. The implantable device of claim 16, wherein the body 
comprises a wedge member. 

25. The implantable device of claim 16, wherein the upper 
and lower surfaces de?ne an acute angle. 

26. The implantable device of claim 25, wherein the acute 
angle is between one degree and twenty degrees. 

27. The implantable device of claim 16, wherein the lead 
ing end portion tapers to a thin edge. 

28. The implantable device of claim 16, wherein the 
mounting strip includes an upper portion extending above the 
upper surface and a lower portion extending below the lower 
surface in a mounted con?guration. 

29. The implantable device of claim 16, wherein the body 
de?nes a central opening width between the ?rst internal side 
surface and the second internal side surface, the central open 
ing width being greater than one half the body width. 

30. The implantable device of claim 16, wherein the body 
further includes a plurality of additional straight openings 
extending through the upper surface and the lower surface 
that are con?gured to allow bone growth through the body. 

31. The implantable device of claim 16, wherein the body 
is constructed of an open cell polymeric material. 
32.An implantable device for use in association with bones 

in a patient’s body, the implantable device comprising: 
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a frusta-cylindrical-shaped body constructed of a poly 
meric material including a trailing end portion having a 
trailing end, a leading end portion having a leading end, 
a ?rst side surface, a second side surface, an upper sur 
face and a lower surface, the body further including a 
central opening extending through the upper surface and 
the lower surface, the central opening having an internal 
surface including an internal leading surface, an internal 
trailing surface, a ?rst internal side surface and a second 
internal side surface, a ?rst depth de?ned between the 
leading end and the internal leading surface and a second 
depth de?ned between the internal trailing surface and 
the trailing end, a ?rst spacing de?ned between the ?rst 
side surface and the ?rst internal side surface and a 
second spacing de?ned between the second side surface 
and the second internal side surface, the ?rst spacing 
being substantially the same as the second spacing, the 
?rst depth being less than the second depth, a body width 
de?ned between the ?rst side surface and the second side 
surface and a body length de?ned between the leading 
end and the trailing end, the body width being greater 
than the body length. 

33. The implantable device of claim 32 further comprising: 
a ?rst mounting strip constructed of a metallic material 

connected to the trailing end portion, a ?rst screw hole 
and a second screw hole extending through the ?rst 
mounting strip. 

34. The implantable device of claim 33, further compris 
ing: 

a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
35. The implantable device of claim 33, further compris 

ing: 
a ?rst screw con?gured for mounting in the ?rst screw hole; 

and 
a second screw con?gured for mounting in the second 

screw hole. 

36. The implantable device of claim 32, wherein the central 
opening has a con?guration which is similar to but smaller 
than the overall con?guration of the body. 

37. The implantable device of claim 32, wherein the trail 
ing end portion de?nes a ?rst thickness and the leading end 
portion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

38. The implantable device of claim 32, wherein the ?rst 
side surface connects to the leading end at a ?rst opposite end 
and the second side surface connects to the leading end at a 
second opposite end, the leading end being generally straight 
between the ?rst and second opposite ends. 

39. The implantable device of claim 38, wherein the inte 
rior leading surface is generally parallel to the leading end. 

40. The implantable device of claim 32, wherein the lead 
ing end is comprised of a thin edge and an outer side surface, 
which includes the ?rst and second side surfaces, extends 
between opposite ends of the thin edge. 

41. The implantable device of claim 40, wherein the outer 
side surface is con?gured to correspond to the con?guration 
of an outer side surface of the patient’s bones. 

42. The implantable device of claim 12, wherein the ?rst 
screw hole is positioned in the upper portion and the second 
screw hole is positioned in the lower portion. 

43. The implantable device of claim 28, wherein the ?rst 
screw hole is positioned in the upper portion and the second 
screw hole is positioned in the lower portion. 

44. The implantable device of claim 1, wherein the upper 
and lower surfaces de?ne an acute angle. 
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45. The implantable device of claim 1, wherein the acute 

angle is between one degree and twenty degrees. 
46. The implantable device of claim 1, wherein the central 

opening has a con?guration which is similar to but smaller 
than the overall con?guration of the body. 

47. The implantable device of claim 1, wherein the ?rst 
mounting strip includes an upper portion extending above the 
upper surface and a lower portion extending below the lower 
surface in a mounted con?guration. 

48. The implantable device of claim 1, wherein the central 
opening de?nes a central opening width de?ned between the 
?rst internal side surface and the second internal side surface, 
the central opening width being greater than the one-half the 
body width. 

49. The implantable device of claim 1, wherein the central 
opening de?nes a central opening width de?ned between the 
?rst internal side surface and the second internal side surface, 
the central opening width, the central opening width being 
greater than a sum of the ?rst spacing and the second spacing. 

50. The implantable device of claim 1, wherein the body 
further includes a second opening extending through the 
upper surface and the lower surface con?gured to allow bone 
growth through the body, the second opening being generally 
straight. 

51. The implantable device of claim 50, wherein the body 
further includes a plurality of additional straight openings 
extending through the upper surface and the lower surface 
that are con?gured to allow bone growth through the body. 

52. The implantable device of claim 1, wherein the body 
has a frusta-cylindrical-shape. 

53. The implantable device of claim 1, wherein the ?rst 
side surface connects to the leading end at a ?rst opposite end 
and the second side surface connects to the leading end at a 
second opposite end, the leading end portion being generally 
straight between the ?rst and second opposite ends. 

54. The implantable device of claim 53, wherein the inte 
rior leading surface is generally parallel to the leading end. 

55. The implantable device of claim 6, wherein a body 
width is de?ned between the ?rst side surface and the second 
side surface and a body length is de?ned between the leading 
end and a trailing end of the trailing end portion, the body 
width being greater than the body length. 

56. The implantable device of claim 6, wherein the trailing 
end portion de?nes a ?rst thickness and the leading end por 
tion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

57. The implantable device of claim 6, further comprising: 
a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
58. The implantable device of claim 57, further compris 

ing: 
a ?rst screw con?gured for mounting in the ?rst screw hole; 

and 
a second screw con?gured for mounting in the second 

screw hole. 

59. The implantable device of claim 6, wherein a body 
width is de?ned between the ?rst side surface and the second 
side surface, the central opening width being greater than one 
half the body width. 

60. The implantable device of claim 6, wherein the body 
includes a ?rst side portion between the ?rst side surface and 
the ?rst internal side surface, the ?rst side portion constructed 
of a solid, continuous polymeric material. 

61. The implantable device of claim 6, wherein the central 
opening width is greater than the ?rst depth. 

62. The implantable device of claim 6, wherein the central 
opening has a central opening length de?ned between the 
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internal trailing surface and the internal leading surface, the 
central opening length being greater than a sum of the ?rst 
depth and the second depth. 

63. The implantable device of claim 6, wherein the central 
opening has a central opening length de?ned between an 
internal trailing surface and the internal leading surface, the 
central opening width being greater than the central opening 
length. 

64. The implantable device of claim 6, wherein the trailing 
end portion de?nes a ?rst thickness and the leading end por 
tion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

65. The implantable device of claim 6, further comprising: 
a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
66. The implantable device of claim 6, wherein the upper 

and lower surfaces de?ne an acute angle. 
67. The implantable device of claim 66, wherein the acute 

angle is between one degree and twenty degrees. 
68. The implantable device of claim 6, wherein the leading 

end portion tapers to a thin edge. 
69. The implantable device of claim 6, wherein the body 

further includes a second opening extending through the 
upper surface and the lower surface con?gured to allow bone 
growth through the body, the second opening being generally 
straight. 

70. The implantable device of claim 69, wherein the body 
further includes a plurality of additional straight openings 
extending through the upper surface and the lower surface 
that are con?gured to allow bone growth through the body. 

71. The implantable device of claim 6, wherein the body 
has a frusta-cylindrical-shape. 

72. The implantable device of claim 6, wherein the central 
opening has a con?guration which is similar to but smaller 
than the overall con?guration of the body. 

73. The implantable device of claim 6, wherein the ?rst 
side surface connects to the leading end at a ?rst opposite end 
and the second side surface connects to the leading end at a 
second opposite end, the leading end being generally straight 
between the ?rst and second opposite ends. 

74. The implantable device of claim 73, wherein the inte 
rior leading surface is generally parallel to the leading end. 
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75. The implantable device of claim 13, wherein a body 

length is de?ned between the leading end and a trailing end of 
the trailing end portion, the body width being greater than the 
body length. 

76. The implantable device of claim 13, wherein the trail 
ing end portion de?nes a ?rst thickness and the leading end 
portion de?nes a second thickness, the ?rst thickness being 
greater than the second thickness. 

77. The implantable device of claim 13, further compris 
ing: 

a second mounting strip connected to the body; and 
a third mounting strip connected to the body. 
78. The implantable device of claim 13, wherein the upper 

and lower surfaces de?ne an acute angle. 
79. The implantable device of claim 78, wherein the acute 

angle is between one degree and twenty degrees. 
80. The implantable device of claim 13, wherein the central 

opening has a con?guration which is similar to but smaller 
than the overall con?guration of the body. 

81. The implantable device of claim 13, wherein the body 
includes a ?rst side portion between the ?rst side surface and 
the ?rst internal side surface, the ?rst side portion constructed 
of a solid, continuous polymeric material. 

82. The implantable device of claim 13, wherein the central 
opening has a central opening length de?ned between an 
internal trailing surface and the internal leading surface, the 
central opening width being greater than the central opening 
length. 

83. The implantable device of claim 13, wherein the body 
further includes a second opening extending through the 
upper surface and the lower surface con?gured to allow bone 
growth through the body, the second opening being generally 
straight. 

84. The implantable device of claim 83, wherein the body 
further includes a plurality of additional straight openings 
extending through the upper surface and the lower surface 
that are con?gured to allow bone growth through the body. 

85. The implantable device of claim 13, wherein the body 
has a frusta-cylindrical-shape. 
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